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PRODUCTS

CLASS 2258 04 - PROCESS CONTROL EQUIPMENT - Intrinsically Safe, Entity - For
Hazardous Locations
CLASS 2258 02 - PROCESS CONTROL EQUIPMENT - For Hazardous Locations

CLASS 2258 02 - PROCESS CONTROL EQUIPMENT - For Hazardous Locations
Class 1, Groups A, B, C and D; Class II, Groups E, F and G; Class III:

Models 3081C, 3801T and 3081 pH/ORP, 2-wire transmitter, rated 42-42.5V dc max, output 4-20mA, CSA
Enclosure Type 4; Maximum ambient 65°C. Seal required at each conduit entry (for explosion-proof only).
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Model 5081-T-HT, Model 5081-A-HT, Model 5081-P-HT, Model 5081-C-HT and Model 5081-G-HT 2-wire
Transmitter, rated 42-42.5V de, output 4-20mA; CSA Enclosure Type 4X; Temp code T6; Maximum ambient 70°C.,
Seal required at each conduit entry (for explosion-proof only).

Model 5081-T-FF, Model 5081-A-FF, Model 5081-P-FF, Model 5081-C-FF and Model 5081-G-FF 2-wire
Transmitter, rated 42-42.5V dc, output 4-20mA; CSA Enclosure Type 4 X; Temp code T6; Maximum ambient 70°C.
Seal required at each conduit entry (for explosion-proof only).

Model 5081-A-F1, Model 5081-P-FI, Model 5081-C-FI and Model 5081-T-FI, 2-wire Transmitter, rated 9-17.5Vdc
max., output 4-20mA; Temp code T4/T3A; Maximum ambient 70°C; CSA Enclosure Type 4X. Seal required at each
conduit entry (for explosion-proof only).

Class [, Div. 2, Groups A, B, C and D:

Models 3081 pH/ORP and 3081FG, 2-wire transmitter, rated 42.5V dc max, output 4-20mA, Temp code T3A,
Maximum ambient 70°C, CSA Enclosure Type 4.

Class I, Div. 2, Groups A, B, C and D; Class I1, Div. 2, Groups F and G; Class III:

Models 3081C and 3081T analyzer, rated input 42.5Vdc, output 4-20mA, Temp code T3A, Maximum ambient 70°C;
CSA Enclosure Type 4.

Model] 5081-T-HT, Model 5081-A-HT, Model 5081-P-HT, Model 5081-C-HT and Model 5081-G-HT 2-wire
Transmitter, rated 42-42.5Vdc, output 4-20mA; CSA Enclosure Type 4X; Temp code T4; Maximum ambient 70°C.

Model 5081-T-FF, Model 5081-A-FF, Model 5081-P-FF, Model 5081-C-FF and Model 508 1-G-FF 2-wire
Transmitter, rated 42-42.5Vdc, output 4-20mA; CSA Enclosure Type 4X; Temp code T4; Maximum ambient 70°C.

Model 5081-A-FI, Model 5081-P-FI, Model 5081-C-FI and Model 5081-T-FI, 2-wire Transmitter, rated 9-17.5Vdc
max., output 4-20mA; Temp code T4/T3A; Maximum ambient 70°C; CSA Enclosure Type 4X.

Notes For Model Series 3081, 5081:
(1) The model designation may include suffixes to designate assembly options
(2) The suitability of the final installation is to be determined by the local authorities having jurisdiction.

(3) Sensors are as indicated in the related Installation Drawings for the product; see also manufacturer drawing
1700462

Class I, Groups B, C and D; Class Il, Groups E, F and G; Class 111; Enclosure Type 4

Models 4081pH, 4081C, 4081T, 4081 ORP, 2-wire transmitter, rated 9-32V dc max, output 4-20mA.
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